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1” ANGLE VALVES AND LOCKSHIELDS
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1” STRAIGHT VALVES AND LOCKSHIELDS

Rpm Kvs
[m3/h]

0,5 3,84

1 6,10

1,5 8,50

2 10,30

2,5 11,22

3 12,7

3,5 14,43

4 14,11

4,5 14,96

5 15,72

5,5 16,32

6 17,12

Valve open 17,12

Rpm Kvs
[m3/h]

0,5 1,65

1 2,44

1,5 3,71

2 4,28

2,5 5,01

3 5,06

3,5 6,12

4 6,39

4,5 6,95

5 7,30

5,5 7,54

6 7,90

Valve open 8,25

VALVES AND LOCKSHIELDS FOR IRON CONNECTION
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1” 1/4  ANGLE VALVES AND LOCKSHIELDS
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1” 1/4  STRAIGHT VALVES AND LOCKSHIELDS

Rpm Kvs
[m3/h]

0,5 5,40

1 6,85

1,5 9,72

2 12,60

2,5 13,30

3 14,50

3,5 16,00

4 17,20

4,5 18,20

5 19,00

5,5 19,40

6 19,70

6,5 20,50

7 21,50

Valve open 22,50

Rpm Kvs
[m3/h]

0,5 2,05

1 3,63

1,5 5,26

2 6,11

2,5 7,26

3 7,92

3,5 8,71

4 9,37

4,5 9,80

5 10,40

5,5 10,89

6 11,31

6,5 11,61

Valve open 22,50

VALVES AND LOCKSHIELDS FOR IRON CONNECTION
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VALVES AND LOCKSHIELDS FOR COPPER OR POLYETHYLENE CONNECTION

3/8” ANGLE VALVES AND LOCKSHIELDS

Lo
ad

 lo
ss

 P
a 

(1
0 

Pa
 =

 1
 m

m
 H

2O
)

Lo
ad

 lo
ss

 P
a 

(1
0 

Pa
 =

 1
 m

m
 H

2O
)

Flow rate [l/h]

Flow rate [l/h]

Rpm Kvs
[m3/h]

0,5 1,04

1 1,52

1,5 1,92

2 2,32

2,5 2,6

3 2,72

3,5 2,97

4 3,26

Valve open 3,26

Rpm Kvs
[m3/h]

0,5 0,39

1 0,63

1,5 0,76

2 0,96

2,5 1,05

3 1,15

3,5 1,21

4 1,36

Valve open 1,36

KEY

KEY

Field of use

Field of use

3/8” STRAIGHT VALVES AND LOCKSHIELDS
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1/2” ANGLE VALVES AND LOCKSHIELDS
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Flow rate [l/h]

Rpm Kvs
[m3/h]

0,5 1,20

1 1,75

1,5 2,2

2 2,66

2,5 2,9

3 3,2

3,5 4

4 4,02

Valve open 4,02

Rpm Kvs
[m3/h]

0,5 0,54

1 0,84

1,5 1,08

2 1,28

2,5 1,45

3 1,58

3,5 1,68

4 1,8

Valve open 1,8
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Field of use

1/2” STRAIGHT VALVES AND LOCKSHIELDS

VALVES AND LOCKSHIELDS FOR COPPER OR POLYETHYLENE CONNECTION
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COMBINED FITTINGS

POLYETHYLENE PIPES

Type of fitting Number of threaded 
connections Type of threaded connection Piping Code

COMPRESSION FITTING 1 Standard RBM Nut POLYETHYLENE
71.12...20.X0

122.12...20.00

MULTILAYER POLYETHYLENE PIPES

Type of fitting Number of threaded 
connections Type of threaded connection Piping Code

COMPRESSION FITTING 1 Standard RBM Nut MULTILAYER POLYETHYLENE
70.10...20.X0

1216.14…16.00

Type of fitting Number of threaded 
connections Press fittings Piping Code

PRESS FITTING 1 Standard RBM 1 MULTILAYER POLYETHYLENE 826.14...20.X0

COPPER PIPES

Type of fitting Number of threaded 
connections Type of threaded connection Piping Code

COMPRESSION FITTING 1 Standard RBM Nut COPPER

602.10...16.00

41.10...16.20

41.18.20* 
(only pipe Ø18)

* Install a reduction, code 57.18.00, for fitting connection for copper pipe Ø18
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RBM Spa
Via S.Giuseppe, 1 • 25075 Nave (Brescia) Italy
Tel 030 2537211 • Fax 030 2531798 • info@rbm.eu • www.rbm.eu rbm_spa_RBM S.p.A. Rbm Italia@rbmspa

Fig.1 

Fig.2

POSSIBLE APPLICATIONS

RBM spa reserves the right to improve and change the described products and related technical data at any moment and without prior notice: 
always refer to the instructions attached with the supplied components; this sheet is an aid, should the instructions be extremely schematic.  
Our technical office is always at your disposal for any doubt, problem or explanation.

The pictures show the main uses of the RBM manual valves and lock-
shields used as shut-off and adjustment devices for terminal bodies 
(radiators, fan coils, etc.) in heating and packaging systems.


