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Nickel-plated brass body

Thick chromed brass sphere

PTFE seal

O-rings in elastomer

UNI-EN-ISO 228 threaded connections

Operating temperature with water -20 ÷ + 120 °C (in the 
absence of steam)

PRODUCTION RANGE

FF CONNECTIONS

Product Code Size PN [bar]

855.03.32* 3/8” 50

854.04.32 1/2” 50

854.05.32 3/4” 50

854.06.32 1” 40

854.07.32 1 1/4” 30

854.08.32 1 1/2” 25

854.09.32 2” 25

Product Code Size PN [bar]

855.03.42* 3/8” 50

854.04.42 1/2” 50

854.05.42 3/4” 50

854.06.42 1” 40

854.07.42 1 1/4” 30

854.08.42 1 1/2” 25

854.09.42 2” 25

* Full bore
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FF CONNECTIONS

Product Code Size PN [bar]

989.03.32* 3/8” 50

989.04.32 1/2” 50

989.05.32 3/4” 50

989.06.32 1” 40

989.07.32 1 1/4” 30

MF CONNECTIONS

Product Code Size PN [bar]

886.03.32* 3/8” 50

886.04.32 1/2” 50

886.05.32 3/4” 50

886.06.32 1” 40

886.07.32 1 1/4” 30

886.08.32 1 1/2” 25

886.09.32 2” 25

Product Code Size PN [bar]

886.03.42* 3/8” 50

886.04.42 1/2” 50

886.05.42 3/4” 50

886.06.42 1” 40

886.07.42 1 1/4” 30

886.08.42 1 1/2” 25

886.09.42 2” 25

Product Code Size PN [bar]

887.03.32* 3/8” 50

887.04.32 1/2” 50

887.05.32 3/4” 50

887.06.32 1” 40

887.07.32 1 1/4” 30

* Full bore

* Full bore
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MM CONNECTIONS

Product Code Size PN [bar]

885.03.52* 3/8” 50

885.04.52 1/2” 50

885.05.52 3/4” 50

885.06.52 1” 40

Product Code Size PN [bar]

885.03.32* 3/8” 50

885.04.32 1/2” 50

885.05.32 3/4” 50

885.06.32 1” 40

Product Code Size PN [bar]

885.03.42* 3/8” 50

885.04.42 1/2” 50

885.05.42 3/4” 50

885.06.42 1” 40

* Full bore

CONSTRUCTION CHARACTERISTICS

Body Brass nickel plated

Ball Brass

Seal PTFE

O-ring EPDM

Hat Brass

Threaded conn. UNI-EN-ISO 228

Rod Brass

Rod guide PTFE

Auction ring Brass

Lever Alluminium/steel, painted red color

Butterfly Alluminium, painted red color

Passage Standard for ½” ÷ 2” - Full bore for ⅜”
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TECHNICAL CHARACTERISTICS

Temp. range -20 ÷ +120 °C

Working Pmax see above indication

Usable fluid  water

DIMENSIONAL CHARACTERISTICS

Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

855.03.32 3/8” 42,5 48,6 59,2 92,0 -

854.04.32 1/2” 44,0 51,0 64,0 92,0 13,23

854.05.32 3/4” 52,0 54,0 61,5 92,0 23,84

854.06.32 1” 63,0 61,8 86,5 117,0 40,36

854.07.32 1 1/4” 70,0 65,1 89,6 117,0 47,67

854.08.32 1 1/2” 81,0 90,2 122,3 176,0 105,25

854.09.32 2” 97,0 97,0 136,0 176,0 185,00
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Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

855.03.42 3/8” 42,5 44,6 55,2 84,4 -

854.04.42 1/2” 44,0 47,0 60,0 84,4 13,23

854.05.42 3/4” 52,0 50,0 67,5 84,4 23,84

854.06.42 1” 63,0 60,8 85,5 102,2 40,36

854.07.42 1 1/4” 70,0 64,1 88,6 102,2 47,67

854.08.42 1 1/2” 81,0 82,2 114,3 152,4 105,25

854.09.42 2” 97,0 89,0 128,0 152,4 185,00

Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

989.03.32 3/8” 42,5 31,8 43,4 50,0 -

989.04.32 1/2” 44,0 35,3 48,8 50,0 13,23

989.05.32 3/4” 52,0 39,0 56,4 50,0 23,84

989.06.32 1” 63,0 43,6 65,3 70,0 40,36

989.07.32 1 1/4” 70,0 47,4 71,9 70,0 47,67
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Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

886.03.32 3/8” 55,0 48,6 59,2 92,0 -

886.04.32 1/2” 53,0 51,0 64,0 92,0 13,23

886.05.32 3/4” 63,0 54,0 61,5 92,0 23,84

886.06.32 1” 73,0 61,8 86,5 117,0 40,36

886.07.32 1 1/4” 83,5 65,1 89,6 117,0 47,67

886.08.32 1 1/2” 95,5 90,2 122,3 176,0 105,25

886.09.32 2” 113,0 97,0 136,0 176,0 185,00

Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

886.03.42 3/8” 55,0 44,6 55,2 84,4 -

886.04.42 1/2” 53,0 47,0 60,0 84,4 13,23

886.05.42 3/4” 63,0 50,0 67,5 84,4 23,84

886.06.42 1” 73,0 60,8 85,5 102,2 40,36

886.07.42 1 1/4” 83,5 64,1 88,6 102,2 47,67

886.08.42 1 1/2” 95,5 82,2 114,3 152,4 105,25

886.09.42 2” 113,0 89,0 128,0 152,4 185,00
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Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

887.03.32 3/8” 55,0 31,8 43,4 50,0 -

887.04.32 1/2” 53,0 35,3 48,8 50,0 13,23

887.05.32 3/4” 63,0 39,0 56,4 50,0 23,84

887.06.32 1” 73,0 43,6 65,3 70,0 40,36

887.07.32 1 1/4” 83,5 47,4 71,9 70,0 47,67

Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

885.03.52 3/8” 58,6 48,6 59,2 92,0 -

885.04.52 1/2” 56,0 51,0 64,0 92,0 13,23

885.05.52 3/4” 65,0 54,0 61,5 92,0 23,84

885.06.52 1” 77,0 61,8 86,5 117,0 40,36
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Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

885.03.32 3/8” 58,6 44,6 55,2 84,4 -

885.04.32 1/2” 56,0 47,0 60,0 84,4 13,23

885.05.32 3/4” 65,0 50,0 67,5 84,4 23,84

885.06.32 1” 77,0 60,8 85,5 102,2 40,36

Code Measure
G

L
[mm]

h
[mm]

H
[mm]

M
[mm]

Kv
[m3/h]

885.03.42 3/8” 58,6 31,8 43,4 50,0 -

885.04.42 1/2” 56,0 35,3 48,8 50,0 13,23

885.05.42 3/4” 65,0 39,0 56,4 50,0 23,84

885.06.42 1” 77,0 43,6 65,3 70,0 40,36
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RBM spa reserves the right to improve and change the products described and relevant technical data at any moment and without prior notice. 
The information and images contained in this document are intended for information purposes only, are not binding and in any case do not 
exempt the user from strictly following the regulations in force and good practice standards.


